








Traditional Wall Pack - Lumen
& Kelvin Field Selectable

ECO-TWP-LKFS

ecOlume

ECO-TWP-15L-LKFS
Luminaire Data Luminaire Classification Systems (LCS) 180" Polar Graph
Description Traditional Wall Pack LCS Zone Lumens | %Lum
15L 5K - LKFS FL 0-30 2,592 17.4%
Total Lumens 14,843 FM 30-60 6,625 44.5%
Input Wattage 115 FH 60-80 2,801 18.8%
Efficacy (Im/W) 129 FVH 80-90 301 2.0%
Max. Cd. 8926.98 (360H, 37V) BL 0-30 1,018 6.9%
IES Classification Type llI BM 30-60 877 5.9%
Longitudinal Classification {Very Short B 60-80 261 1.8% = %0
BVH 80-90 33 0.2% y
uL 90-100 96 0.6% 2130 '
Zonal Lumen Summary UH 100-180 239 1.6% X
Zone Lumens %Fixt Total 14,843 99.7% 4260 60°
0-30° 3,610 24.3% BUG Rating B3-U3-G3
0-60° 11,112 74.9% 6390
0-80° 14,174 95.5% 30°
80-90° 334 2.3%* 821 -
0-90° 14,508 97.7% 0 0°Graph  ----- 90° Graph
90-110° 149 1.0%
110-180° 0 0.0% * 80-90° glare zone is calculated by dividing the lumens in that zone by the
0-180° 14,343 100.0% lumen total in the 0-90° zone
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